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DESCRIPTION
The BurnerPRO is functionally compatible with the following Siemens LFL models:

Table 1: Compatability 

Replacing an exisitng LFL is quite simple by following this procedute:

1. Identify/Order the equivalent BurnerPRO version for replacement from the table above.

2. Identify/Order the BurnerPRO scanner that fits the environment (UV90L-1,UV1AL-3/6. (Fig 1)

3. Remove the LFL control from its wiring base

4. Install the grounding tab provided in the shipping box to the “middle” grounding screw terminal
on the LFL wiring base (Fig 2, Note 1). Note: The middle grounding screw terminal must be
used. Installing the grounding tab on the outer grounding screw terminals will not provide suffi-
cient ground termination to the BurnerPRO control.

5. Remove Earth ground wire/reference to terminal 22. BurnerPRO will drive the S1 & S2 
signals to the UV scanner. (Fig 2, Note 2)

6. Install the BurnerPRO control.

7. On the main burner, locate the existing UV scanner and replace with the BurnerPRO scanner.

LFL BurnerPRO
LFL 1.322 BP230UV-S1 / BP230UVFR-S1

LFL 1.322-110V BP110UV-S1 / BP110UVFR-S1
LFL 1.333 BP230UV-S2 / BP230UVFR-S2

LFL 1.333-110V BP110UV-S2 / BP110UVFR-S2
LFL 1.335 BP230UV-S3 / BP230UVFR-S3

LFL 1.335-110V BP110UV-S3 / BP110UVFR-S3

BP-2001
JUNE 10, 2016

Replacing Siemens LFL
Burner Control
WITH THE FIREYE®

BurnerPRO™

CONTROL SYSTEM



2



Refer to bulletin BP-1001 for complete information

Note: Figure 2 item 1 is grounding tab 

Figure 2 item 2 is terminal 22 earth ground wire

UV1AL

UV90L

Neutral screw terminals

Fig 1. UV Scanners Fig 2. LFL Wiring Base

Grounding screw 
terminals
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NOTICE
When Fireye products are combined with equipment manufactured by others and/or integrated into
systems designed or manufactured by others, the Fireye warranty, as stated in its General Terms and
Conditions of Sale, pertains only to the Fireye products and not to any other equipment or to the
combined system or its overall performance.

WARRANTIES
FIREYE guarantees for one year from the date of installation or 18 months from date of manufac-
ture of its products to replace, or, at its option, to repair any product or part thereof (except lamps
and photocells) which is found defective in material or workmanship or which otherwise fails to
conform to the description of the product on the face of its sales order. THE FOREGOING IS IN
LIEU OF ALL OTHER WARRANTIES AND FIREYE MAKES NO WARRANTY OF MER-
CHANTABILITY OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED. Except as spe-
cifically stated in these general terms and conditions of sale, remedies with respect to any product or
part number manufactured or sold by Fireye shall be limited exclusively to the right to replacement
or repair as above provided. In no event shall Fireye be liable for consequential or special damages
of any nature that may arise in connection with such product or part.
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